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    View All Plastics
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     More Products

     
      G-10 Phenolic
      Canvas Phenolic
      Linen Phenolic
      Polycarbonate Tubes
      PTFE Rods
      PTFE Sheets
      UHMW Sheets
      Set Screws
      Spring Steel
     

      Gears
      Metal Shafts
      U-Channels
      Ceramics
      Circuit Breakers
      Fabrics
      Hoses
      Specialty Tapes
      Tube Caps / Plugs
     

    

     Fasteners

     
      Bolts / Cap Screws
      Carriage Screws
      Dowel Pins
      Eye Bolts
      Hex Nuts
      Lag Screws
      Machine Screws
      Set Screws
      Self Drilling Screws
     

      Sheet Metal Screws
      Springs
      Spring Pins
      Spacers
      Taper Pins
      Thumb Screws
      Threaded Rods
      Washers
      Wood Screws
     

    

     Metals

     
      Aluminum
      Blue Temper
      Brass
      Bronze
      Carbon Steel
      Chrome
      Copper
      Iron
      Lead
     

      Music Wire
      Nickel
      Stainless Steel
      Steel
      Tin
      Titanium
      Threaded Rods
      Tool Steel
      Tungsten
     

    

     Plastics

     ABS
     Acetal
     Acrylic
     CAB - Acetate
     Ceramics
     CPVC
     EVA Tubing
     FEP
     Fluoropolymers
     Fiberglass
     Graphite
     HDPE
     Hydlar®
     Hytrel®
     Kapton®
     Kydex®
     LDPE
     Neoprene
     Nomex® Film
     Noryl®
     Nylon
     PBT
     PEEK
     PEI - Ultem®
     PetG
     PetP - Ertalyte®
     PFA
     Phenolics - Micarta®
     Polycarbonate
     Polyester
     Polypropylene
     Polystyrene
     Polysulfone
     PTFE
     PVC
     PVDF
     Rubber
     Rulon®
     Santoprene® - TPE
     Silicone
     TPX Film
     Turcite®
     Tygon®
     UHMW-PE
     Welding Rod
     [End of List]
    

   
  

  
   

Kydex® FR Sheets


FR Acrylic/PVC is a 
flame-retardant thermoformable sheet that is UL rated 94V-O (or 5V). It also 
has very high impact strength (15-18 Izod) compared to FR-ABS flame retardant 
sheet (6.0 Izod) and has good heat deflection temperature (173F).
		Kydex® 100 is used for many

          flame retardant applications:


  
          Housings

          Belt Guards

          Tanning bed exteriors

          Internal component parts
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      Kydex T Property Data


  
	KYDEX® T Acrylic/PVC Flame Retardant UL Rated V-O, 5V
Minimums May Apply
	Thickness (in.)	Length (in.)	Width (in.)	Color	Part #	Price	Order Online
	0.060	48	96	Black	KS-4016	$389.70	Motor Cargo
	0.125	12	12	Black, White or Gray	KS-1078	$15.90	Add to Order
	0.125	12	24	Black, White or Gray	KS-1079	$28.19	Add to Order
	0.125	24	24	Black, White or Gray	KS-1081	$55.01	Add to Order
	0.125	24	48	Black, White or Gray	KS-1082	$107.33	Add to Order
	0.125	48	96	Black	KS-4011	$400.85	Motor Cargo
	0.187	48	96	Black	KS-4021	$545.40	Motor Cargo
	0.250	12	12	Black, White or Gray	KS-1083	$28.55	Add to Order
	0.250	12	24	Black, White or Gray	KS-1084	$50.60	Add to Order
	0.250	24	24	Black, White or Gray	KS-1086	$98.98	Add to Order
	0.250	24	48	Black, White or Gray	KS-1087	$197.21	Add to Order
	0.250	48	96	Black, White or Gray	KS-2002A	$788.85	Motor Cargo
	Rev. 04-23, 10-22, 05-22, 07-21



  



NOTE: Other standard sheet sizes: 48"x120"
      in thickness .028, .040, .060, .093
60"x96" in thickness .080, .093.

      

      Standard Colors: 42000 Cadet Blue, 52001 Pewter Grey,

      52002 Dark Grey, 52070 Pinstripe, 62000 Polar White,

      62015 Ivory, 62029 Snow Flake, 72000 Parchment,

      72005 Beige, 72010 Chocolate, 72047 Cocoa,

      52000 Calcutta Black


    
    
    
    
    
    
    
    
    
    
    
    
    
    	
	PROPERTY	
	TEST METHOD	
	VALUE
	Specific Gravity	ASTM D-792	1.35
	Tensile Strength, N/mm	ASTM D-638	42
	Elongation at Break, %	 	160
	Flexural Strength, 
	N/mm	ASTM D-790	64
	Modulus / Elasticity, 
	N/mm	 	2319
	Rockwell Hardness, R	ASTM D-785	94
	Notched Izod Impact 
	Resistance, 23C,J/m	ASTM D-256	953
	Taber Abrasion 
	Resistance, wt loss gms, 1000 cycles	ASTM D-1044	0.038%
	Heat Deflection 
	Temperature, HDT, @1.8 N/mm, annealed,C	ASTM D-648	78
	Flammability 
	Underwriter's Lab.	UL Standard 94	V-0, 5V
	Flammability Fed. 
	Aviation Admin.	FAR 25.853a

      (Replaces par b)	Pass
	Motor Veh. Sfty Std.	MVSS 302	Pass
	Radiant Panel	ASTM E-162	22.5
	Forming Temperature	 	163-200C
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